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EK
The EK Series of three versatile
models is designed for use
wherever clean, instant heat is
needed: the ideal heating
solution for all environments in
which diesel, methane and LPG
heaters cannot be used. Safe
and low-noise, the electric
heaters are a practical, efficient
means of providing instant heat
in small and medium-sized
industrial and private buildings,
warehouses and public areas.
The heaters are a simple but
highly effective solution for the
craftwork and construction
sectors as they reduce drying
and moisture removal times.
• CLEAN HEAT. The heaters run
entirely on electricity, eliminating
all residual combustion products
and unpleasant odours.
• LOW-NOISE. Although 
the heaters have an outstanding
ventilation capacity, noise levels are
kept to a minimum, making them
ideal for use in small offices.
• ADAPTABLE. The heaters are
compact and light but extremely
resistant. A special handle is
provided to enable the heaters to
be moved to where they are
needed.
• SAFE. The EK series is designed
and manufactured in compliance
with the most stringent
international standards, making 
the heaters completely safe even 
in extremely damp conditions. 
The heaters cut out automatically
once they reach a certain
temperature.
• EASY TO USE. Simply plug 
the heater in; hot air is produced
instantly as the heaters reach
maximum speed straight away.
• DIAL designed to select 
the capacity required. Turn the dial
clockwise to select the capacity
only; turn anti-clockwise to adjust
the fan motor. In this way, 
the fan will also stop when 

the heater is switched out by 
the thermostat.
• ADJUSTABLE FAN. The fan 
of the EK9 model may be set at
maximum rpm, producing an air
flow rate of 900m3/h. This enables
hot air to be circulated constantly,
even in large rooms. By halving 
the rpm, the air flow rate is
reduced to a minimum and 
the temperature is increased 
to the maximum. This is particularly
useful when heat is needed 
in a particular area.
• REINFORCED INDUSTRIAL
RESISTORS. The outer surfaces 
of the resistors is treated with
polymerised epoxy materials.
• BULB-TYPE THERMOSTAT
for automatic control 
of the ambient temperature.
• SAFETY THERMOSTAT
with manual reset.

All EK heaters 
are certified

MODEL

MAX. ABSORBED
CURRENT

ABSORBED
CAPACITY

POWER
SUPPLY

kcal/h kW m3  W h/ kWV, ~, Hz

EK 9

EK 15

EK 3 1.720÷2.580

DIMENSIONS
(LxDxH) DRY WEIGHT

A kgmm

2,0÷3,0

700/900

1.000

220 8,9/13,2

9.070

15.070

3.032 230 V,
1~, 50Hz

350x370x450

350x435x450

275x320x320

11,5

15

6 0-2-3

400 V,
3~, 50Hz

400 V,
3~, 50Hz

3.870÷7.740

6.450÷12.900

4,5÷9,0

7,5÷15,0

6,9/13,3

11,1/21,9

0-4,5-9

0-9-15

NET
CAPACITY SETTINGSAIR FLOW 

RATE
MAX. THERM 

POWER

1 kcal/h = 3,968 BTU/h


