
The specifications are not binding and may be modified without notice.

GA
MODEL

GA 100 A

GA 75 A

GA 110 A

HEATING
OUTPUT

m3/h

3260

AIR
FLOW

2100

6000

kg/h

2.5 - 7.8

GAS
CONSUMPTION

1.9 - 5.8

2.7 - 8.6

230V, 1~, 50Hz

V, ~, Hz

POWER
SUPPLY

230V, 1~, 50Hz

230V, 1~, 50Hz

W

345

TOTAL POWER
CONSUMPTION

200

870

bar

0.5 - 2.0

GAS
PRESSURE

0.5 - 2.0

0.5 - 2.0

mm

985 x 560 x 450

DIMENSIONS
(L x W x H)

775 x 490 x 390

1115 x 705 x 585

kg

35

WEIGHT

20.5

63

kcal/h

30,440 - 93,490

22,860 - 70,150

32,610 - 103,840

kW

35.40 - 108.72

26.58 - 81.57

37.92 - 120.75

GA SERIES:
L.P.G. SPACE HEATERS

1

12

10

11

9 8

2 3 4 5

67

1 INFRA-RED 
PHOTO CELL

2 COMBUSTION 
CHAMBER

3 BURNER
4 NOZZLE
5 FAN
6 MOTOR
7 IGNITION 

ELECTRODE
8 STOP-GAS VALVE
9 PRESSURE 

REGULATOR
10 GAS HOSE
11 SOLENOID VALVES
12 CONTROL BOARD IP54

MAXIMUM EFFICIENCY. A thermal
efficiency of close to 100% is achieved
thanks to the complete and clean
combustion of L.P.G.
IMMEDIATE HEAT. The heaters can be
installed in minutes. There is no
complicated installation required, so that
heat is available on the spot.
EASY TO USE. All heaters are fully
automatic with electronic ignition. Start
is via a manual switch or thermostat or
computer control.
EASY TO SERVICE. Just remove top
cover by undoing four screws and easy
access is obtained to clean and service
components.
DURABLE BODY. Made of AISI 304
stainless steel to resist corrosion and
aggressive environments.
PROTECTION OF COMPONENTS.
Main electrical components are dirt and

water proof since enclosed in closed
plastic control box.
SAFETY. Continuous combustion
control via infra red photo cell. Overheat
cut out control and excess flow gas valve
fitted as standard.
COMPLETE. Heater delivered with
pressure regulator.


