
The specifications are not binding and may be modified without notice.G20: Natural Gas G30: Butane Gas G31: Propane Gas
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V, ~, Hz

POWER
SUPPLY

GA/N 120 A 100,000 116.3 6000 649.17 9.03 5.2804966.11 1120 x 730 x 84020 29 37230V,
1~, 50Hz

GA/N: SUSPENDED 
SPACE HEATERS TO BE 

OPERATED ON LOW PRESSURE L.P.G. OR NATURAL GAS
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1 INFRA-RED 
PHOTO CELL

2 COMBUSTION 
CHAMBER

3 BURNER
4 MAIN FAN
5 ELECTRICAL 

MOTOR
6 IGNITION 

ELECTRODE
7 BURNER 

CENTRIFUGAL FAN
8 BURNER AIR INLET

(SNORKER)
9 GAS TRAIN

10 GAS HOSE
11 PRESSOSTAT
12 CONTROL 

BOARD IP 54

Specifically designed to withstand harsh
environment the GA/N heaters are easy to
install and to service and since they can
be run on either low pressure L.P.G. or
natural gas, an even greater field of
applications opens up.
The GA/N heaters are simple, safe and
dependable: electronic ignition,
prewired for easy connection to a
thermostat or any other control
device, infra-red flame monitoring
via electronic control box and
overheat cut-off safety are standard.
Electrical system is IP 54 so that
good functioning in harshest
environment is always guaranteed.
Safety gas train (EN 676).

GA/N heaters are equiped with a second
motor and fan so as to bring fresh outside
air to the combustion head so that oxygen
level in the heated premises remains
unafected.
AISI 304 stainless steel body.
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